
SCAFFOLDING
CLEANING

STATIONARY
AUTOMATIONS

CE Certification Long life

Our trolley-mounted cleaning system was developed to clean scaffolding and fixed
structures and boards.

It is based on a rotating head, mounted on a system of mobile carriages and
hydraulic lifts that allow the equipment to be positioned anywhere and within a range
of heights. The system also includes a large grate on which the parts to be cleaned
are positioned.

Robotic system



FEATURES
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MAXIMUM PROTECTION
EASY TO INSTALL AND USE

Protective carter The work area is protected by a carter to prevent water
spray and mist near the machine.
The carter is divided into two chambers: a fixed lower
one, whose primary purpose is to protect the equipment
from water jets and debris, and an upper one made of
aluminium, which further reduces water mist and can
be easily opened to access the cleaning head.

Hydraulic power unit
and water supply

The hydraulic power unit is positioned on a carriage
that follows the cleaning head on its longitudinal
motion. The high-pressure water supply is provided by
an external pump unit. Hydraulic lines, electrical pipes,
and the high-pressure water supply reach the head,
guided and protected by a plastic energy chain.

Mechanical components The carriage system is based on reliable hydraulic
racks and pinions moved by hydraulic motors and
gearboxes, proven over years of use in similar hydro-
scarification and hydro-demolition systems.
All rollers and moving components are covered by
stainless steel carters, while cages prevent operators
from accidentally approaching during operations,
except for the control panel and the emergency stop
buttons on both sides of the mobile carriage.
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